
SECTION A-A
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PIN SLOTS

2x 1/4-100 DRIVE SCREW
FOR X/Y ADJUSTMENT
WITH 5/64 [2] HEX 

SHCS 
FOR #8 OR M4

6X C-BORE

2x X/Y ADJUSTMENT 
LOCKING WITH 
5/64 [2] HEX 

 AT NORM49.2

42.3

25.4

1.67

1.94

1.00

.30 7.6

FOR PITCH/YAW AND Z ADJUSTMENT
WITH 5/64 [2] HEX DRIVE 

3X 1/4-100 DRIVE SCREW

3X 5/64 [2] HEX 
FOR LOCKING

50.8

1.87

50.8

 CA47.5

2.00

3.90

2.00

99.1

MAX EDGE THICKNESS 0.54 [13.7]

OPTICS HOUSING 
HOLDS 2" [50.4] DIA OPTICS

3.90 99.1

AA

TECH SPECS:

PITCH/YAW: 4 AT 3.1mrad/rev1.

X / Y TRANSLATION:2.

Z TRANSLATION:

 2mm AT 254 μm/rev 

.126 [3.2mm] AT 254 μm/rev3.
MAX OPTICS EDGE THICKNESS: 0.54 [13.7mm]4.

MODEL: LP5X-2H


