PCB-Mountable Two-Axis Agilis™ Driver

The AG-UC2-0EM Agilis™ Driver is designed to be integrated into OEM equipment
by mounting directly onto your printed-circuit board. It can drive 2 axis at a time. If
appropriately multiplexed it can be used switch between Agilis nanopositioners that
have been embedded into your system. In a small compact platform, the OEM board
provides convenient control adjustments of Agilis components that you can easily
interface with it and build it into your device, instrument, or laboratory setup. The
Model AG-UC2-OEM driver module requires an external power supply. For assistance
and advise on integrating our OEM Driver please contact your local Newport
representative.

Specifications
Number of Channels 2
Maximum Pulse Rate 1.7 kHz (25 °C, continuous operation)
Input Voltage 33V
Power Requirements 5V
Control Methods: Size 55mm x 40mm
Operating Temperature 0°Cto65°C
*TTL Storage Temperature -40°Cto 95 °C
Weight 0.163 k
*RS-232 . :
|
Compliance:

*ROHS

{I)l New Focus®

A Newport Company

QD Newwport. Family of Brands - ILX Lightwave® « New Focus™ ¢ Ophir® e Oriel® Instruments o Richardson Gratings™ ¢ Spectra-Physics® e Spiricon®




PCB-Mountable Two-Axis Agilis™ Driver

355

29

RI7CT pygRI

P e = B
L02] g |° = =)o
RIGRII]
el =1 CICECICELI

R8T casr 12 = ] =
018 R38 |
S ¥ dnf lnfF 12
IRt [CJcus R34
= Q oloe=
= — — oloE=
0
= (2] 4, 4w olobs
E - E L oo
= L0+ A0 s e
o= CIR33  [IR36 o o=
= R =
o= [RR| ] L 7 ! n o o=
265 (2] 3, F 1w ) )
= E - N oo Too R = 265
- 0 - h - [CRes CIRa7 PR
20 [IR23  [rzs 20 20
Gl CIR3D = 0
R3] C B r
mEnHNm N TRTngE 0 us | R | US
TRRANTs Y ARG oo
mjulliisuiiii 1

Ordering Information

Model Description

AG-LS25 Piezo Motor Driven Linear Stage, 12 mm travel

AG-LS25-27 Piezo Motor Driven Linear Stage, 27 mm travel

AG-LS25-27V6 Piezo Motor Driven Linear Stage, 27 mm travel, Vacuum Compatible
AG-LS25V6 Piezo Motor Driven Linear Stage, 12 mm travel, Vacuum Compatible
AG-M050L Compact Piezo Motor Driven Optical Mount, 0.5 in., Limit Switches
AG-M050LV6 Piezo Driven Mount, 0.5 in., Limit Switches, Vacuum Compatible
AG-M050N Compact Piezo Driven Optical Mount, 0.5 inch Optic

AG-MO050NV6 Compact Piezo Driven Optical Mount, 0.5 in., Vacuum Compatible
AG-M100L Compact Piezo Driven Optical Mount, 1 inch Optic, Limit Switches
AG-M100LV6 Piezo Driven Mount, 1 in., Limit Switches, Vacuum Compatible
AG-M100N Compact Piezo Driven Optical Mount, 1 inch Optic

AG-M100NV6 Compact Piezo Driven Optical Mount, 1 in., Vacuum Compatible
AG-PR100 Agilis Piezo Driven Rotation Stage, 1 inch

AG-PR100V6 Vacuum Compatible Piezo Rotation Stage, Agilis
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PHONE EMAIL PHONE EMAIL
Belgium +32-(0)0800-11 257 belgium@newport.com Irvine, CA, USA  +1-800-222-6440 sales@newport.com
China +86-10-6267-0065 china@newport.com Netherlands +31-(0)30 6592111 netherlands@newport.com
France  +33-(0)1-60-91-68-68 france@newport.com United Kingdom  +44-1235-432-710 uk@newport.com
Japan  +81-3-3794-5511 spectra-physics@splasers.co.jp Germany / Austria / Switzerland
Taiwan  +886 -(0)2-2508-4977 sales@newport.com.tw +49-(0)6151-708-0 germany@newport.com

Newport Corporation, Irvine, California and Franklin, Massachusetts; Evry and ~ Newport Corporation, Global Headquarters =~ PHONE: 1-800-222-6440 1-949-863-3144
Beaune-La-Rolande, France and Wuxi, China have all been certified compliant with 1791 Deere Avenue, Irvine, CA 92606, USA EMAIL: sales@newport.com
ISO 9001 by the British Standards Institution. Santa Clara, California is DNV certified.

Complete listings for all global office locations are available online at www.newport.com/contact
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